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CAPACIDAD
CAPACITY

L

A
mm.

DIAMETRO
DIAMETER

mm.

ESPESOR
THIKNESS

mm.

H
mm.

PESO
WEIGHT

kg

135 80 477 4 750 11,5

300 80 637 4 1.000 15,7

500 80 955 6 750 27,1

1.000 80 955 6 1.500 43,8

1.400 80 955 6 2.000 59,5

2.000 80 1.300 6 1.500 93,5

2.400 80 1.430 8 1.500 102,3

3.000 80 1.430 8 1.900 114,8

4.000 80 1.430 10 2.500 156,5

4.800 80 1.430 10/12 3.000 182,6

6.000 80 1.600 10/12 3.000 234,8

8.500 80 1.910 12 3.000 323,5

12.750 80 1.910 12/15 4.500 407,0

20.000 80 2.540 12/20 4.000 605,2

Mod.	 SE-A-PE

MATERIAL CONTRA INCENDIOS
FIRE FIGHTING EQUIPMENT

DEPÓSITO ESPUMÓGENO POLIETILENO
POLYETHYLENE FOAM CONCENTRATE TANK

CARACTERÍSTICAS CONSTRUCTIVAS
•	 Plancha de polietileno PE100 de alta tenacidad y rigidez, 

estabilizada frente a UV.
•	 Alta resistencia a los productos químicos.
•	 Tapa practicable superior de cierre, y tubuladura de vaciado 

de rosca macho de 1”. (según versión)
•	 Aptos para líquidos de densidad =< 1.4 kg/l.

OPCIONAL
•	 Se pueden entregar en otras formas y con otro equipamiento, 

tal como, bocas, niveles, válvulas y accesorios adicionales

NOTA:
Las medidas y pesos indicados son informativos y pueden 
variar en los equipos servidos.

---

CONSTRUCTION FEATURES
•	 Polyethilene PE100, UV stabilized.
•	 High resistance to chemicals.
•	 Closing Head and vacuum tube male thread 1”. (depending 

on version)
•	 Suitable for liquid density =< 1.4 kg/l .

OPTIONAL
•	 Other shapes and accessories, such as levels, opening, 

valves...

NOTE:
The measurements and weights indicated are informative and 
may change  in the equipment served.


