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Mod.  SE-KM-L-BZ

MATERIAL CONTRA INCENDIOS
FIRE FIGHTING EQUIPMENT

MONITOR POR PALANCA EN BRONCE
BRONZE LEVER MONITOR

CARACTERÍSTICAS CONSTRUCTIVAS
•	 Cuerpo en bronce aluminio ASTM SB148 – C95800
•	 Caudal máximo: 4.800 l/min
•	 Rotación en el plano horizontal 360o continua, provisto de 

mecanismo de enclavamiento.
•	 Recorrido plano vertical de +85o - 45o.
•	 Brida DIN o ANSI en acero al carbono, 3” o 4” a elección.
•	 Presión de diseño: 16 bar
•	 Temperatura de operación: -20oC a 80oC
•	 Salida: 2”1/2 o 3” rosca GAS macho a elección.
•	 Provisto de engrasador para lubricación
•	 Acabado esmalte poliuretano (RAL 3000)
•	 Peso: 24 kg

---

CONSTRUCTION FEATURES
•	 Corrosion resistant bronze aluminium ASTM SB148 – 

C95800
•	 Maximum flow rate: 4.800 l/min
•	 Full 360o horizontal travel with friction locking mechanism
•	 Vertical travel: +85° - 45°
•	 DIN or ANSI inlet flange3 or 4”.Material: carbon steel.
•	 Design pressure: 16 bar
•	 Working temperature: -20oC a 80oC
•	 Outlet: 2 1⁄2” or 3” BSP male threads.
•	 Grease fittings for Lubrication
•	 Standard polyurethane enamel (RAL 3000)
•	 Weight: 24 kg

Las dimensiones son en mm.
Dimensions are in mm.


