
93

H
to

t:
 1

0 
m

 -
 E

xa
m

pl
e

Ø2150

Cg

Entrada cables
Cable inlet

Refrigeración
Cooling system

Mod.  SE-TPM-F

EQUIPEMENT DE PROTECTION INCENDIE
FIRE FIGHTING EQUIPMENT

TOUR PORTE CANON AVEC PLATEFORME FIXE
FIXED PLATFORM MONITOR TOWER

CARACTÉRISTIQUES CONSTRUCTIVES
• Dimension selon la norme EN 14122.
• Pression de calcul: 16 bar.
• Pression de travail: 12 bar max.
• Calculé pour une vitesse de vent de 130 Km/h.
• Tour porte canon de type fixe ou rotative composée d’un 

sol grillagé, d’une trappe d’accès, d’une main courante en 
acier au carbone.

• Plateforme intermédiaire selon la norme.
• Structure: tube en acier au carbone de haute résistance
• Alimentation du canon en acier au carbone avec bride UNI 

ou ANSI
• Escalier d’accès en acier au carbone
• Toute la structure est vérifiée et documentée selon les 

normes et les risques environnementaux.
• Finition: énamel polyuréthane (RAL 3000).
• Poids de référence pour la tour de 10 m: ~1540 Kg.

OPTION
• Système de refroidissement.
• Tube interne pour réseau cablé
• Lignes hydrauliques.
• Différentes hauteurs.
• Cycles de peinture spécifiques.
• Galvanisation à chaud.
• Construction selon les recommandations du client

---

CONSTRUCTION FEATURES
•	 Dimensions in according to EN-14122.
•	 Design pressure: 16 bar.
•	 Working pressure: 12 bar max.
•	 Calculated for a wind speed standard of 130 Km/h.
•	 Monitor platform type fixed or rotating composed by grilled 

floor, trap door and hand rail in carbon steel material
•	 Intermediary platforms according to normative. 
•	 Tubular structure made by high resistance carbon steel 

material.
•	 Monitor supply made by carbon steel material with UNI or 

ANSI flanges.
•	 Ladder in carbon steel material.
•	 The whole structure has been verified and documented in a 

technical report respecting the law and the environmental 
hazard risks.

•	 Finish: polyurethane enamel (RAL 3000).
•	 Indicative weight for 10m tower: ~ 1540 Kg.

OPTIONAL
•	 Cooling system.
•	 Internal pipe for cable inlet.
•	 Hydraulic lines.
•	 Different height.
•	 Special painting cycles.
•	 Hot deep galvanized. 
•	 Buit in according to client’s request.


